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Priority Routine |:| Urgent|:| Emergency Affected Release Change Class |1

Title (description) Install/Configure FOS VOB Server

Documents Affected

Source Nos (RID, NCR, Action Item, GSFC CCR, etc.) or
Tech Reference

RTM Change |:| Start New Baseline |:|

Problem

FOS has received a shipment of 3 Sun UltraServer 2’s (Model 1170) that need to be installed and

configured.

Proposed Solution

Install and configure 1 Sun UltraServer 2 (Model 1170) of the FOS purchase as a FOS VOB Server

using the attached guidelines.

Impact Analysis:
Organizations Affected:

QA[] Rel. A[]
Al I:l Other

BOO |:|
Rel. B |:|

Contracts |:|
Rel. IR1 I:I

ESO |:|
MRS |:|

FOS
SMO |:|

M&O |:|
Subconts |:|

Cost:

None
None |:|

Schedule:

Additional LOC

Small |:|

(Not exceeding $100,000)

Other ASAP

Medium |:|

($100,000 to $500,000)

Large |:|

(Over $500,000)

Man-Months

Materials

Originator Douglas M. Smith

Signature Date
Office FOS Office Manager

Signature Date
Disposition Approved I:I Approved w/Comment I:l Forward I:l Disapproved I:l
Comments:

CCB Chairperson

Signature

Date

CMO01JU96

ECS




FOS VOB Server Configuration
Sun UltraServer 2 (Model 1170), 1 processor

Location: doesn’t matter to FOS

Network: FOS Server FDDI Ring (CM, X-Term Servers, etc.)
Name: “speedy”

Hardware: two 2GB internal disks

File Systems:
256 MB swap space on first and second disks (total 512 MB)

/ 100 MB

lusr 200 MB

tmp 100 MB

Ivar 100 MB

/data rest of first 2GB disk

/datal whole second disk (except for swap space)

COTS: Product Version Patches
0S Solaris 2.5.1 103210-04 (for Clearcase)
ClearCase 2.1 2.1-190 (mega patch)

2.1-207 (compatibility)
manpage fix script



